CHRYSMETAL OOD

MpucveaunHsasaHe - End connection

HansraHeTto e BBbpXY

BSPT pesbaTa
DIN 3852/2-C .
Tightness under
JISPT )
pressure is made
on the threads
HansraHeTo He e
BSPP BbpXy pe3bara
DIN 3852/2-A&B
JIS PP Tightness NOT

on the threads

CbBMECTUMOCT HA EBPOMENCKUTE CTAHOAPTU 3A

PE3BU HA TP bbU
COMPATIBILITY OF EUROPEAN WHITWORTH PIPE THREAD

STANDARDS

BuvrpelwHa pesba - Internal Thread

[MpaBa pesba KoHycHa pe3ba

Parallel Taper
ISO 7/1 RpX *
EN 10226-1
(DIN 2999 RpX)
BS 21 RpX
EAOT 267.01
ISO 7/1 ReX
DIN 2999 RcX
BS 21 ReX
JIS B0203

ISO 228/1 GX *
DIN ISO 228/1 GX
(Trahid/ex DIN 259)

BS 2779 GX

JIS B0202 (PF)

Kbpeto X e pasmepa, Hanpumep R1 yia 17

BbHwHa pesba - External Thread

[MpaBa pesba KoHycHa pe3ba

Parallel Taper
ISO 711 RX
DIN 2999 RX
BS 21 RX
EAOT 267.01
JIS B0203
ISO 228/1
GXA f/or GXB
DIN/ISO 228/1
GXA n/or GXB
BS 2779
GXA n/or GXB

Where X is the size, e.g. R1 for 1”

Pe36bn BSPT n BSPP He 6uBa fa ce cmecar - 1o usknioveHne Moxe ga ce u3nonsea BbTpeluHa pesba ISO 228/1 G ¢ goctatbyHO

abnra pesba
C BbHLUHa pe3ba

BSPT and BSPP threads should not be mixed. Exceptionally, internal thread ISO 228/1 G with long enough thread can be used

with external taper thread

*NoyTtu cbwuTe 3a pasmepwu 1/2" po 6" - Aimost same for dimensions 1/2" till 6"

CpaBHeHune Ha EBponerickn 1 AMepukaHCKu cTaHAapTyv 3a pe3bu Ha TpbouTe
Comparison of European and American (NPT) Pipe Threads

Pe36u B uH4yoBe (25,4mm)
Threads per inch

AmepuKaHcKkun
o cTaHaapTu 3a pe3bu Ha
Paamep EBponencku ctaHaapTtu TpL6uTe
Size 3a pe3tm Ha TpOUTE American Pipe Thread
European Pipe Threads P
NPT ANSI/ASME
B 1.20.1
1/8” 28 27
1/4” 19 18
3/8” 19 18
1/2” 14 14
3/4” 14 14
1” 1 11,5
11/4” 1 11,5
11/2” 1 11,5
2’ 1 11,5
21/2” 1 8
3” 1 8
4’ 1 8

K24

Pe3bute Ha TpbbuTe No EBponenckn n AMepukaHcku
CcTaHOapTu He ca CbBMECTMMM MO MeXAY CU.

European and American (NPT) Pipe Threads

are not compatible between each other.



